ANTENNA

I.F. PEAKED AT 455 KC.

C Il IS COMPOSED OF TWO
PARTS, A TRIMMER AND

A FIXED CONDENSER.
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ITEM DESCRIPTION ITEM DESCRIPTION
cl.c2 TWO GANG Vi LE RS 100,000 ONMS 174 WATT
TRIMMER R4 10,000 OHMS /4 WATT
TRIMMER RS 47,000 OHMS
.00 _MFD @00 VOLTS (X3 .5 MEG. VOLUME CONTROL
TRIMMBR R7 10 MEG. /4 wATT
.00022 MFD _ MICA RS 3.3MEG. /4 wary
T R9 | MEG. /4 waTvY
TRIMMER R 10 -4 MEG. TONE CONTROL
TRIMMER AND FIXED CONDENSER RN 33 MEG.  '/a WATT
.00022 MFD MICA R 12 15,000 OWMS /4 WATT
02 MFD 200 VOLTS R 13 470 _oHms  T/4 waTT
00005 MFD _ MICA
.00 MFD 600 VOLTS
.02 _MFD____200 VOLTS SP I OVAL _SPEAKER
J000li MFD___ MICA
1002 MFD 400 VOLTS
ST PO 300 VOLTS sw i BATTERY SWITCH
.02 _MFD___ 200 VOLTS T ANTENNA TRANSFORMER 8 TRAP
-I_MFD 200 VOLTS T2 FIRST I.F. TRANSFORMER
16 MFD_ 150 VOLT ELECTROLYTIC CAPACITOR T3 SECOND I.F. TRANSFORMER
Te OUTPUT TRANSFORMER
TS OSCILLATOR COIL
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