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—&— (SC. SIGNAL PATH
ALL RESISTOR VALUES IN OHMS UNLESS

ALIGNMENT CHART

SIGNAL GENERATOR| RECEIVER
Connections Dial Dial Volume Adjust Adjust
to Setting || Setting | Control Special Instructions Trimmers in Trimmers
Receiver (ke.) (ke.) Setting Given Order For
tsef:;:\‘:;nl pl::e Turn %3}?1[:( down tkight befc;lre a%iu?inlg trim-

o ol mers. Check to make sure that the dial point-| c300B, P
t;ntr:‘n section | g0 540 Max [er is set to first small index line on left side| C300A, | Maximum
of tuning:-cons of seale, when condenser plates are fully|C301A, C301B output
denser, and meshed.
chassis. | 3

R Turn tuning condenser until dial pointer is! .
Aerial lead on the first (from right) small index line! Maximum
and chassis. 1600 1600 Max  |stamped in the scale plate. This setting cor- C404B output
responds to a dial setting of 1600 ke.
Aerial lead Turn tuning condenser until dial pointer is Maximum
8 cea 1500 1500 Max [on second small index line from right side. C404A Figure 11. Drive cord installation details.
and chassis. This setting corresponds to 1500 ke. output
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Top view showing trimmer condenser locations.
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