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PHILCO AUTO RADIO

PHILCO MODEL 801
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MODEL 801 ADJUSTMENTS

All padding adjustments are carefully made at the factory and
ordinarily no readjustments are necessary. However, when re-
adjustments are required, the procedure given below must be
followed in detail.

EQUIPMENT—Fully charged heavy duty storage battery or 6 volt
power pack, 177 Philco Signal generator, 028 Philco Vacuum
tube voltmeter and set tester or audio output meter, 45-2610
Padding screw driver.

GENERAL—VACUUM  TUBE VOLTMETER. The model 028
Vacuum tube voltmeter is an extremely sensitive and accurate test
instrument and is recommended for use when aligning and adjust-
ing auto radios. Connect the negative (—) terminal of the
Vacuum Tube Voltmeter to the high side (ungrounded side) of the
volume control. Connect the positive () terminal to the radio
housing.

AUDIO OUTPUT METER. If an audio output meter is used,
connect the leads across the voice coil of the speaker. Use the
0-30 volt scale.

With the Radio and signal generator set up for operation at
the prescribed frequency, turn the Radio volume control on full
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and set the signal generator attenuator so that a half scale read-
ing is obtained on the meter. The signal in the speaker should
be audible but not loud.

The shielding on the generator output lead must be connected
to the Radio housing.

oy camony iions
| ADJUST THE AERIAL COMPENSATOR (3) TWO TURNS FROM TIGHT
2 460 K.C. To Aerial Receptacle on Radio .1 mfd. Note | g % %
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4 | 1400 KC. | To Aerial Receptacle on Radio o0 s, St ke Note 3
B, s Note 4 Note 4 Note 4 ®

Make all adjustments for maximum reading on the output meter.
NOTE | — Turn the condenser rotor plates completely out of mesh as far as they will go.

NOTE 2 — Connect the aerial lead, Part No. 41-3191, to the aerial receptacle in the radio. Connect a 30 mmfd.
Condenser in series between the signal generator and the aerial lead.

NOTE 3— When the aerial stage adjustment is made with the Radio installed in the car, the Radio aerial lead must
be connected to the car aerial in the usual manner. Connect the signal generator output lead to a wire
placed near the car aerial but not connected to it.

NOTE 4 — When installing the radio in the car, follow the instructions carefully. Tune in a weak broadcast signal
between 1200 and 1400 K.C. on the control scale. Remove the plug button on the side of the radio

and adjust the aerial compensator & for maximum signal.
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