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SCHEMATIC DIAGRAM OF RECEIVER




ALIGNMENT INSTRUCTIONS

SIGNAL GENERATOR RECEIVER
oP T
M%Mwmoz OUTPUT CONNECTIONS FREQUENCY TUNING SEE ADJUST IN STATED ORDER
TO RECEIVER CAPACITOR NOTES FOR MAXIMUM OUTPUT

i To Pin 1 of 12BA6 through 2nd I, F. Transformer
0.05 MF capacitor 455Kc Min. L8, L7

2 To Green Lead on 1st I. F. Transformer
Ferroceptor antenna (L2) 455Kc Min, A L5, LS,
through 0.05 MF capacitor

3 To antenna connection
through 0,05 MF capacitor in Osc. coil L3
series with standard dummy 600Kc 600Kc B Antenna coil L2,
antenna.

4 To antenna connection
through 0.05 MF capacitor in C
series with standard dummy 1600Kc 1600Kc D Trimmer C3, Cl1.
antenna,

NOTE: "A" After step 2 readjust L7 for maximum output.

"C" An insulated tool at least 8" long must be used.
"D" Repeat steps 3 & 4 for optimum results, Wax L2 in position.
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L5L6,L7,LB ALIGN 455 Kc
LLL2,L3,L4 ALIGN 600 Ke
CI,C3  ALIGN 1600 Ke

FREQUENCY END
OF DIAL

Do not readjust L8,
"B" Adjust L2 by sliding coil along rod, with an insulated non metallic tool.

POINTER AT HIGH DIAL DRUM IN POSITION SHOWN
COILS OF SPRING EXTENDED TO 2°

GANG CONDENSER AT
MINIMUM CAPACITY
(OPEN)

3 TURNS AROUND
TUNING SHAFT

LENGTH OF DIAL CORD 30" APPROX.




