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ELECTRICAL AND MECHANICAL SPECIFICATIONS

Model 67QB43
TUNING RANGE

Standard Broadcast —_____________________ 515 - 1620 Kcs.
B-Band (Medium Wave) ____________________ 2.2 - 7 Mes.
C-Band (Short Wave) _____________________ 7.0 - 22 Mcs.

Intermediate Frequency . ________ 455 Kocs.

TuBe COMPLEMENT

Sym. Type Function

V-1 RCA 1L6 Converter

V-2 RCA 1AJ4 1st LF.

V-3 RCA 1AHS5 Audio Detector

V-4 RCA 3C4 Audio Output

Battery _____ PSR S R RCA - VS022
LOUDSPEAKERS

TYP€ - 214" Tweeter
TVDE w5 i 5” dynamic
Voice Coil Impedance —ovrormwmes e oossosumemaud 4.5 ohms

CABINET DIMENSIONS (Overall) - (Plastic)

Height — e 914"
WA oo e e 14"
Depth ___ 613"

Model 67QR77

TUNING RANGE

“A” -Band coscecsseremanem e asn e 515-1620 Kocs.
“‘B”Band ________________ 2.2-7.1 Mecs.
3l mBand ________________________________ 11.7-12 Mecs.
19m; Band cowncemencemameen o e e 15.1-15.5 Mcs.
l1ém Band ______________________________ 17.7-17.9 Mcs.
“C”Band ________________ . ___ 6.9-2.2 Mcs.
Intermediate Frequency —______________________ 455 Kcs

TuBe COMPLEMENT

Sym. Type Function

V-1 RCA 6BA6 RF Amplifier

V-2 6BE6 Converter & 1st IF

V-3 6BA6 2nd IF Amplifier

V-4 6AV6 AM Detector AVC & 1st AF

V-5 6AQ5 Audio Output

V-6 6X4 Rectifier

V-7 EM34 Tuning Eye

Power OuTPUT

Undistorted - o 4.5 watts

LOUDSPEAKER

TYP€ - (1) 7” x 10” Dynamic
______________________________ (2) 234" x 5” Tweeter

Voice ‘Coil Impedance «wsovvoussmams cms s m s 4.5 ohms

CABINET DIMENSIONS

Height e 15”

Width conecccan e e o oo o 2333%"”

Depth e -1054”
























