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Electrical and Mechanical Specifications

Frequency Ranges:

Standard Broadcast - ___ 540-1600 KC.
Short Wave “SWy.” ______________________ 5.8-10 MC.
Short Wave “SWo” ______________________ 11.4-18.2 MC
Frequency Modulation “FM” ______________ 88-108 MC

I.F. Frequencies

Amplitude Modulation ________________________ 455 KC
Frequency Modulation: -=wcoceccecoce mmuesas. 10.7 MC

Tube Complement

(1) RCA 6BA6 -ooocoocoincuncans R.F. Amplifier
(2): RCA 6BE6 :oocooo-cumzomcezca o A.M. Converter
(3 RCA 6)J6 o __ F.M. Converter
(4) RCA 6BA6 _—____________ A.M.—F.M. IF Amplifier
(5) RCA 6AU6 ____________________ F.M. IF Amplifier
(6) RCA 6AL5S ______________________ Ratio Detector
(7) RCA 6AV6 _____ o ______ Audio
(8) RCA 6AV __________ Det.—A.V.C Phase Inverter
(9) RCA 664 coeeecnvine e Driver
(10) RCA 6V6GT o __________ Output
(11) RCA 6V6GT ______ . ___ Output
(12) RCA 5Y3GT - Rectifier
DIAL LAMPS _-occo-eecccce oo (2) Mazda 51
PILOT LAMP __________ ______ (1) Mazda 51

TUNING DRIVE RATIO ____(19:1) or 914 turns of knob.

POWER OUTPUT
Undistorted, —ooooeooon o 8 Watts
Maximum _______ o ______ 12 watts

Loudspeaker

Type - 12” P.M.
Voice Coil Impedance ____________ 2.2 ohms at 400 cycles
Power Supply Ratings:

Rating A-105-125 volts, 60 cycles, 1.0 amp. ____115 watts
Rating B-105-125 volts, 25 cycles, 1.0 amp. -___115 watts
Cabinet Dimensions:

Height - _______________________________ 35-13/16 inches
Width ceoee mveane s venvoerrcccanna 34-3/4 ”
Depth - ___________________ 17-1/4 ”
Phonograph (45 RPM)

TYPO — e e RP-168A
Record Capacity - ________________________ Eight 7 inch
Tumntable:speed == oo cone v oo e 45 R.P.M
Pickup - _______ Crystal (Medium Output)
Phonograph (78 RPM)

Type - RP-178
Record capacity - _______ Twelve 10 inch or Ten 12 inch
Turntable Speed ____________________________ 78 R.P.M
PiCKUP oo oo Crystal (Standard Output)

General Description

The RCA Victor Model 9W125 receiver is a twelve tube,
four bands, long and short wave AM-FM radio phonograph

combination.

The receiver tunes the standard broadcast band (540-1600
KC); the short wave bands (16 M to 49 M) (in two ranges)
and the F.M. band (88-108 MC). The receiver incorporates
an R.F. amplifier on the AM, long and short wave bands,
and a combined oscillator and mixer for the F.M. band. The
A.M. section has one stage of I.F. amplification which

gives good sensitivity and adequate gain for the audio stages.
The F.M. section has two stages of I.F. amplification, the
second being the driver for the Ratio Detector. The
audio amplifier in this receiver is of the high quality type
incorporating a “High” and “Low Frequency” tone control
and delivers an undistorted output of eight watts.

The receiver also incorporates the latest RCA Victor 45
R.P.M. (RP-168A) record changer, and the standard
RP178 record changer, which may be selected by the range
switch.



























