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RCA VICTOR COMPANY LIMITED

MONTREAL, QUE.

Electrical and Mechanical Specifications

Power SuppPLY RATING

TuBg COMPLEMENT

(1) Type
(2) Type
(3) Type
(4) Type
(5) Type
(6) Type
(7) Type
(8) Type
(9) Type

Dial Lamps (2)
Pilot Lamp

Tuning Drive Ratio

540-1600 KC Rating A—105-125 Volts, 60 cycles, .75 amps.____ 86 watts
________________________ Rating B—105-125 Volts, 25 cycles, .75 amps.____86 watts
_________________________________ 5.8-18.2 MC
--------------------------- 455 KC LOUDSPEAKER
Size and Type -oosscvcwsmomamsmmssmssmsmm s 12 in. P.M
Voice coil impedance - _____________ 2.2 ohms at 400 cycles
6BA6 R.F. Amplifier Power OUTPUT
6BEG ..-sccssssrs-csmses o snmen—n ooy Converter Undistorted cocoiciomimssomemmr s S 7 watts
6BA6 . LF. Amplifier MaXifium oo oo 10 ‘watts
BAVE! cncmcnc s e e s Audio B c RP-168
6AVO covucoovcaoumes Det. A.V.C. Phase Inverter EcorD CHANGER (RP-168)
6CA Driver Turnable Speed _______________________________ 45 r.p.m
6V6GT o Record capacity - ________________ Eight 7 in. records
"""""""""""""""""" utput Pickup ————o— oo __________Crystal (Medium output)
OVEGT cooocuvpommonmmmasne s e e ] Output
SY3GT oo Rectifier Recorp CHANGER (RP178)
Turntable speed - _______ o __ 78 r.p.m.
Mazda 51 Record capacity - __________ Ten 12 in. or twelve 10 in.
""""""""""""""""" azda Pickup -_-__1.4 Volts at 1000 cycles across 500,000 ohm load.
____________________________________ Mazda 51 CABINET DIMENSIONS
Height ___________ e 34 in
Width e 32 in.
---------------- 19.1 (9Y4 turns of knob) Depth e 17 in.
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RP178 service notes.
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