“MIS MASTER'S VOICE"

RCA VICTOR

RADIO-PHONOGRAPH COMBINATION

N MODEL 9W95
T SERVICE DATA

L —1950 NO. 3—
GENERAL SERVICE DIVISION

RCA VICTOR COMPANY LIMITED
MONTREAL, QUE.

Model 9W 95
Electrical and Mechanical Specifications
TuNING RANGE Powger SuprpLYy RATING
Standatd Broadeast 540-1600 KC Rating A—105-125 Volts, 60 cycles, .75 amps.____ 86 watts
“““““ T Rating B—105-125 Volts, 25 cycles, .75 amps.._._86 watts

Short "Wayve cosmeevosre e sppesn s e 5.8-18.2 MC

Intermediate Freguency seeecece- oo v oo 455 KC LOUDSPEAKER
Size and type _____________________________ 12 in. P.M.

Tuse COMPLEMENT Voice coil impedance ______________ 2.2 ohms at 400 cycles

(1) Type 6BA6 _ . ____ R.F. Amplifier Power OuTpUT

(2) Type 6BE6 ____________________________ Converter Undistorted - 7 watts

(3) Type 6BA6 .. LE, JAmpifier Maximum oo oo oo 10 watts

(4) Type 6AV6 Audio PHONOGRAPH (RP168A-1)

(5) Type 6AV6 _____________ Det. A.V.C. Phase Inverter Turntable speed - — - ________ 45 r.p.m

(6) Type 6C4 ____________ .. Driver Record capacity —————__________ Eight 7 in.—long playing

(7) Type 6V6GT oo ____ Output Pickup sscssmmecosossoummens Crystal (Medium output)

2 L

(8) Type 6V6G OUF?Ut PHONOGRAPH (RP200)

(9) Type SY3GT oo Rectifier Record capacity ____.__ Ten twelve inch or twelve ten inch
Turntable speed ____________________ 33-1/3 or 78 R.P.M.

Dial Lamps @ oo Marda 51 Pickup oo Crystal (Medium output)
CABINET DIMENSIONS

Pilot LAMD cooum s s s e oo Mazda 51 2 O 34 in
AVEATHL. oo oo s om0 e 55 A A M B 32 in

Tuning Drive Ratio ____________ 19:1 (914 turns of knob) Depth __ 16 in.

RCA VICTOR

SUW 6 & Toe 8 w0 m 4 mlbwl8

890 60 1060 100 120 140 16O

The Dial Scale drawing shown is a full size reproduction. It can be used as a
reference in alignment procedure.

Fig. 1—Dial Scale
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MOUNTING PICKUP HEIGHT
SCREW+-0 ADJUSTMENT . .
e’;g MOTORBOARD ‘B\ If pickup does not clear a stack of eight records—turn
TURNTABLE o screw “B” slightly clockwise. If pickup arm touches records
/_P'CKUP ARM  on  record supports—turn screw “B” slightly counter-
clockwise.
MOUNTING
i : <+SCREW Record Separators
AND
N CAP In the out of cycle position the record separator knives
SEPARATOR KNIVES Pl or discs are normally concealed inside the center post.
‘gﬂ:,%i?:n During service, the position of the star wheel on the
MOUNTING EA-START-REJECT un.derside ?f the record changer may b.e accidentally
SCREW#O | BUTTON shifted; this may cause the separator knives to be ex-
G:g tended when they should be concealed.

Fig. 3—Top View RPI68Al Record Changer
Pickup Landing Adjustment “A"

The pickup point should land half-way between the
outer edge of the record and the first music groove.

If the pickup lands inside the starting grooves—turn
screw “A” slightly clockwise. If pickup lands outside the
starting grooves—turn screw “A’” slightly counterclockwise.

Pickup Height Adjustment “B”

During cycle the pickup arm must rise high enough to
clear a stack of eight records on the turntable, but not
high enough to cause the top of the arm to touch records
resting on the record supports.

If the separator knives are thus extended—turn the
power on so that the turntable is revolving, gently press
fingers against the extended knives until they disappear
inside the center post— DO THIS ONLY WHILE
MECHANISM IS OUT OF CYCLE.

Care of Sapphire

The record changer sapphire is protected by a permanent
metal guard. LINT MAY COLLECT TO CLOG THE
OPENING IN THE GUARD AT THE SAPPHIRE
POINT AND CAUSE POOR RECORD REPRODUC-
TION. This may require occasional cleaning of the guard
opening—clean by carefully brushing with a small soft
brush.

CRITICAL LEAD DRESS

1—Dress green loop lead away from chassis.
2—Dress black and blue loop leads away from green lead.
3—Keep C-13 leads as short as possible, and dress away

from chassis.

4—Dress blue lead, from R.F. section of the gang (C-10)
to S-2 pin #9, to chassis.

ALIGNMENT PROCEDURE

Before aligning the receiver, set the gang condenser for
maximum capacity and then set the dial cursor on the
calibration point at the extreme left hand end of the dial.

When only a portion of the circuit is to be aligned
select the required portion and perform all the remaining

steps.

In order to obtain best results, it is advisable to align
the 455 KC IL.F.’s with the help of a cathode ray oscil-
loscope. The scope should be connected across the volume
control. If this equipment is not available, use the method
outlined below in the alignment chart.

ALIGNMENT CHART

Order TEST 0SCILLATOR RECE|VER i
[ 'Cq'meg:g Connect Dumay Fgeﬂ’ncy s llhn e Regehhlur Ci jgult Ad ;;;em:t Nokes
Alignment Hi °8| e LDTgSide Antenna etting elector Setting AdJust
N Y-3, 6BA6 6ND . |MFD H55KC $.8. "L0" End 2nd 1. F. L-12,L-13 Max. Out,
] Pin #I Trans.
wel 2 V-2, 6BE6 Same Same Same Same Same Ist I.F. L-10, L-11 Same
- Pin #7 Trans.
< |3 Repeat steps | and 2.
[} "Ant" 6ND 300 OHMS | 6.1 MC S.W. Same S.N.0sc. L-6 Same
Terminal
€45 Same Same Same Same Same 6.1 MC S.W.-R.F. L-9 Same
=8 | 6 Same Same Same Same Same Same S.W. -Ant. L=t Same
";5 7 Same Same Same 17.75 MC Same 17.75 MC S.W.0sc. C-16 Same
= | 8 Same Same Same Same Same Same S.W. -RF Cc-9 Same
9 Same Same Same Same Same Same S. N. -Ant. C=S (Rock in) Same
10 Repeat steps 4 to 9.
I "Ant"® GND 220 MMF 600 KC S.B. "L0" End 8.8, -0sc. L-5 Same
Terminal
T |12 Same Same Same Same Same 600 KC $.B.-R. F. L-8 Same
<E[3 Same Same Same 1599 KC Same__ | 1500 KC 5. 8. -Osc. c-6 Sane
,;:"' 4 Same Same Same Same Same Same 8.B.-R. F. C-14 Same
< |5 Same Same Same Same Same Same S« Bs ~Ant. C-1 * Same
16 Repeat Steps Il to I5

* |t is advisable to Align C~| when the loop antenna & receiver are both in the cabinet.
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Fig. 4—Chassis Layout and Alignment Adjustments.

DRUM SHOWN WITH GANG IN MAX CLOCKWISE POSITION

Fig. 5—Dial Cord Stringing.

REPLACEMENT PARTS FOR MODEL 9W95

Insist on Genuine Factory Tested Parts, which are readily identified and may be purchased from Authorized Dealers.

PULLEY——L0

ORUM

Stock List Stock List
No. Description Price No. Description Price
CHASSIS ASSEMBLY CHASSIS ASSEMBLY (CONT'D)
S-5093 Capaﬁitor - Tr:l.mmer Ec- g (c-14) Resistor 39000 ohms + - 10% # watt (R27)
523094 i o6 “ 68000 " + - 10% " (R-8)
70597 - Ceramic 8 MMF., 500 V., + - %8%17) = 220,000 " ¥ - 10§ . " R—la, R-20)
* 220,000 " + = 20 "
31871 " _ " 20 MMF., 500 V., + - (cs:z“) = 470,000 " + - 10% N R—za, R-33)
- " - " ] =
5-4523 " _ 56 MMF., 500 v.,; = 1o%can)(a_5) 470,000 "+ - 20% } % ol
33 ohm watt -9
73152 " - Ceramic 100 MMF., 500 V., E - " 1.0 Meg. "+ - 20X 4 vatt (g:%; g:gi)
c-2 c-7) » .
S-4614 " -2 (103) Wer., 500 V. and gog i s w On 202 I g_igf g5
ohms watt -28, C-29 4
nae | r - Sl TR TV S 232 | Babil - veel e et solot
- S-5089 | Tone Control (S4-R22) él Meg.)
14498 " - "éﬁ)szo MF., 300 V., + - 5% §-5085 | Transformer - 1st I.F. trans. (L-10,L-11,
C-19,C-20)
$-5370 " - ggela:'?mig %égoo MMF., 350 V., + -20% 5-5086 - - 2nd I.F. trans. (L-lz g 135
. AT0n C-26,C-27
39668 : = 1084700 By = =8 200 1o (6-1% $-5090 . - Output trans.(T-1, L-14, L-15
- T %APEE . Mfd.,+ ~ S10a g S-4381 n - Power trans. 25 cycles (T2
- .003 Mfd.,+ 20: 400 ¥ ,(c 32) S_4379 " % . 0 Ve T2
- - ” .005 Mfd.,+ -20% 400 V.,(C-33
- - o1 Mfd.:+ ~20% 200 V.: (c24, S5-5088 | Volume Control (R23) (1 Meg.)
c2s SPEAKER ASSEMBLY
- - .01 Mfd.,+ -10% 200 V.,EC—SS)
- m .01 Mfd.,+ -20% 400 V.,(C-3 S5-4298 | Board - Speaker terminal board
C-37) S-4299| Cone - cone & voice coil assembly (L-16)
L - " .015 Mfd.,+ -20% 200 V.,(C-30)
» - " .05 Mfd.,+ -20% 200 V., C-Zlg MISCELLANEOUS ASSEMBLIES
- - " .05 Mfd.,+ -20% 400 V.,(C-40
» - L} .1 Mfd.,+ -20% 400 V.,(C-22) S-4313 Cord - Dial cord
$-5092 - - Electrolytic 74209 Cover - Mounting screw cover (threaded type)
10 Mfd., 400 V. (C-34) (Pkg. 3
10 Mfd., 400 V. (C-42 S-5346| Cloth - Grille Cloth (293 x 123)
20 Mfd., 400 V. (C-41 5-5077 Dial - Dial scale
20 Mfd., 25 V. (C-29 S-5348 | Decalcommania - (Inside on Door) (Range)
S-5081 | Coil - S.B. R.F. Coil (L-7, L-8) 73549 Emblem - "RCA Victor" emblem
5-5083 "o S.B. Osc. L] L-5 S-5347 Handle - Antique Door Pull
5-5084 " - 3.W. Ant. " (L-3, L-4) S-3870| Knobs
S-5080 " - S.W. R.F. " éx,..g 74210 Enob - reject control knob
5-5082 " - S.W. 0sc. " (L-6 §-5075| Knobs
5-5091 | Condenser - Variable condenser (C-4,C-10,C-15, §-5076| Loop - antenna loop assy.
c-8, C-16) S5-5095| Pointer - station selector pointer
Resistor, 100 ohms + - zog vatt Eggf R-13) 74424 Screw - légx-)pgdBIzmllr %i; ip;clilg%i;grev (;éth
. 390 = + - 10 e) fo 0 reco
" 1500 = + - n n (R-25,R-26) changer - use with 74209 Cover (Pkg. 3)
- 2200 " + - {0: g :t ?ﬁg) 74422 Spring - anical spring foi :cuniciing(gecord)
- 3000 * + - 10 watts i changer - upper. L.H. side reg.
- 6800 " + - 10% % Wa.tt R30) (Pkg. 2)
" 6800 " + - 20% R34) 74423 Spring - Conical spring for mounting record
= 22000 " + - 10% " (R6) changer-bottom (3 req.) (Pkg. 3)
® 22000 * + - 20X " (R15) 74421 Spring - Conical spring for mounting record
= 33000 " + - 10% " g-ﬁ B2 gg;nge;)— upper - R.H. side (1 Req.)
-~ -24 g.
’ §-5345| Track - Runner L.H. - Runner R.H. - Stop

Only items listed under stock numbers are available as Replacement Parts.
All parts and prices subject to change or withdrawal without notice.




