RCA Vector

MODELS A21 & A34
Five-Tube, Two-Band, Push-Button Tuning, A-C,

Superheterodyne Receivers
TECHNICAL INFORMATION AND SERVICE DATA

SERVICE DIVISION & RCA VICTOR

Model A21

FREQUENCY RANGES

“Standard Broadcast” .................... 540-1,720 ke
YShort " Wawe™ s ox wpms ¢ « spem 5 5 50sves s swes & & 4 5.8 to 20 mc
Intermediate Frequency .......ccveeeveeeecacans 455 ke

TuBe COMPLEMENT

(1) Type-6SA7 ............. First-Detector—Oscillator
(2) Type-6SKT7 ..... Intermediate-Frequency Amplifier
(3) Type-6SQ7 ....... Second-Detector A.F. and A.V.C.
POt LAMD w5 amm s s omiid s s mee & 5 5miss 3 st & sl 45 5 5500 5 § e

PowER SUPPLY RATING

Rating A ......... 105-125 Volts, 50-60 Cycles, 80 Watts
Rating B ......... 105-125 Volts, 25-60 Cycles, 80 Watts

Power OurtPUT

Undistorted .......oviiiniiiiiiniinnnnnns 2.5 watts
Maximum .......covivvnnnnnnenns P 4.5 watts
LOUDSPEAKER

074 1 Electrodynamic

Voice-coil impedance ............ 3 ohms at 400 cycles

COMPANY
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Model A34
Electrical and Mechanical Specifications

R-F ALIGNMENT FREQUENCIES

“Short Wave” .........cciiiuennnnn. 20 me (osc., ant.)
“Standard Broadcast” .............. 600, 1,500 ke (osc.)
Five Push-Button Tuning Positions .... 550-1,720 kc

(4) Type-6F6G ................ Audio Power Amplifier
(B) TYDPe-S5YAG .uuissomins simess s Full-Wave Rectifier
.............................. Mazda 51, 7.5 volts, .2 amp.

CABINET DIMENSIONS

A21  A34
Height (inches) .................. [ 9 38
Width (inches) . .eussswvsessmsssomsissomes 15 25
Depth (inches) .................. 024 § 5 friencs o 7 12

Chassis Base Dimensions..12” wide, 5%"” deep, 21" high
Overall Chassis Height ..................... 6% inches

Tuning Drive Ratio .............. T IT 10to 1
























