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AC-DC-BATTERY PORTABLE RADIO

MODEL P-234
SERVICE DATA

GENERAL DESCRIPTION

The Model P-234 is a three way “personal” portable radio receiver
using four miniature tubes and a selenium rectifier.

The receiver circuit is a conventional superheterodyne including
a pentagrid converter, IF amplifier stage, combined detector —
A-V-C — first audio stage and power amplifier.

The Model P-234 is similar to the Model P-132 Portable Receiver
with a slight difference in cabinet design.

For electrical and mechanical specifications, alignment proce-
dures, chassis layout, schematic and replacement parts, please refer
to the Model P-132 Portable Receiver Service Note — 1956 No. 9,
or Volume RT-111 page 85.

Model P-234 For parts not common to the Model P-132, please refer to the
Replacement Parts List below.
REPLACEMENT PARTS LIST
Symbol Stock No. Description
SPEAKER ASSEMBLY
*S-21946 Spea}«lrer —4” PM complete with cone and voice
coi
MISCELLANEOUS ASSEMBLY
L1 *S-21966 | Antenna—Antenna Assembly—Aqua
S-21251 | Case—Case Back—Aqua
S-21253 | Case—Case Front Ass’y—Aqua
*3-21962 | Case—Antenna Case—Aqua
S-21220 | Emblem—RCA Trademark Emblem (Dog)
*S-21956 | Grille—Aluminum Grille
*$-21959 | Handle—Carrying Handle—Aqua
*S-21954 | Knob—Tuning Control Knob—Aqua
*S-21955 | Knob Ass’y—Volume Control Knob—Aqua
S-21015 | Window—Dial Window—Clear Vinylite
*S-21942 | Instruction Manual

*Indicates new stock items.
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