MODEL V710

RCA VICTOR

“HIS MASTER'S VOICE™

RADIO PHONOGRAPH COMBINATION

Model V710
SERVICE DATA

— 1953 No. 15 —

HOME INSTRUMENT SERVICE DIVISION

RCA VICTOR COMPANY, LTD
MONTREAL, QUE.

ELECTRICAL AND MECHANICAL SPECIFICATIONS

TUNING RANGE

Standard Broadcast ______________________ 540-1600 KC.
Short Wave ——cecoveseorcn o cecaacoconn. 5.8-19. MC.
Intermediate Frequency -______________________ 455 KC
TUBE COMPLEMENT

1. Type 6BA6 . _________________ R R.F. Amp
2. Type 6BE6 .cvocnccnonoscoonmnonan R — Converter
3. Type 6BA6 ___________ . IF. Amp.
4; Type 6AVO -vccccucacsmammoassoa Det. A.V.C. Audio
5. Type 0C4 oo s oo Driver
6. Type 6V6GT o ___ Output
7. Type 8VO6GT —ocoosescnseenmnereioen Output
8. Type 6C4 _ _____ ___ ____ . __ Phase Inv.
9. Type 5V3GT __________ o Rectifier
10. Type 6U5 _______________ __ _____________ Magic Eye
Dial Lamp (2) oo ____ Mazda 44
Pilot Lamp __________________________________ Mazda 51
Tuning Drive Ratio _______________________________ 16:1

55 6]
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POWER SUPPLY RATING

Rating A-105-125 Volts, 60 cycles, .8 amps. _____ 115 watts
Rating B-105-125 Volts, 25 cycles, .8 amps. _____ 115 watts

POWER OUTPUT

Undistorted - _________________________________ 8.5 watts
Maximiom —eocceec oo oo monno o nnuwaammms 10.5 watts
LOUDSPEAKER

§ 7 + (- SR 12”7 P.M.
Voice coil impedance —____________ 3.2 ohms at 400 cycles

PHONOGRAPH (124196 Series)

Turntable Speed 3314, 45, & 78 R.P.M.

____________________ Up to l4-seven inch
12-ten inch

10-twelve inch

Record capacity

or

10-twelve and ten inch intermixed

CABINET DIMENSIONS

Height oo e 34”
Width e sl EeL o so o 32"
Depth e 1615”
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FIG. 1 DIAL SCALE DRAWING (Full Scale)
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FIG. 3 CHASSIS ASSEMBLY

CRITICAL LEAD DRESS

Dress all B+ Leads from filter capacitor away from A.V.C.+ Det.- audio tube V-4

ALIGNMENT PROCEDURE

Before aligning the receiver, set the gang condenser for
maximum capacity and then set the dial cursor on the
calibration point at the extreme left hand end of the dial.

When only a portion of the circuit is to be aligned select
the required portion and perform all the remaining steps.

In order to obtain best results, it is advisable to align
the 455 KC I.F.s with the help of a cathode ray oscil-
loscope. The scope should be connected across the volume
control. If this equipment is not available, use the method
outlined below in the alignment chart.

ALIGNMENT CHART

Order TEST OSCILLATOR RECEIVER
§
Al Ig:-ent Connect Connect Dummy Frequency Range Receiver Circuit Adjustment
"Hi" SideTo | "L0" SideTo | Antenna | Setting || Selector | Dial Setting | ToAdjust | Symbols Notes
V-3, 6BAS ) - 2nd I.F. T4 Max.
‘if Pin #1 b +LHED | W5BKC 88 HI" End Trans. |Top & Bottom | Out.
=5 V-2, 6BES Ist I.F. -3
= Pin §7 Sase Sase Sass $ame Samo Trans. | Top & Botton | Same
Repeat Steps | & 2
$.W. 0SC L-6
- Ant aND 300 OHMS | 6.1 MC S W, 6.1 M " RF L-3 Same
i Green Lead "~ ANT L=2
35 5.W. 05C 7
= Same Same Same 17.75 K¢ Same 17.75 M6 8.N. RF c-13 Same
S.H. ANT c- 4
Repeat Steps 4 & 5
3. 8. 05C -5
Ant and 10 MMF 580 KC 3.8, 580 KC $.B. RF L-4 Same
- Blue Lead S.B. ANT -1
bt g 5.8. 0SC c-18
“z Same Same Same 1500 K¢ Same 1500 K¢ $.8. RF c-9 Same
- S.8. ANT ¢-2
Repeat Steps 7 & 8
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REPLACEMENT PARTS FOR MODEL V-710

SYMBOL STOCK NO. DESCRIPTION SYMBOL STOCK NO. DESCRIPTION
CHASSIS ASSEMBLY CHASSIS ASSEMBLY (Cont'd)
C-1 Capacitor, .01 mfd, 20%, 400V R=12 Resistor - 22000 ohms, 10%, 2 watt
c-2 §-5093 |Capacitor, 3-35 mmf, 500V R=13 5-4614 |[Capristor - 4700 ohms, 1/4 watt
c-3 36463 Capacitor, 18 mmf, 10%, ioov g—%g 5-4640 gesistor - iéa megggm,zgg%,l}éz w:gt
c-4 Capacitor - Gang - S.W. Ant. — esistor = mego. N wa
c-5 Capacitor - Gang Trimmer - S.W. Ant. R-16 Resistor - 470000 oh&s, 10%,1/2 watt
C-6 Capacitor, .01 mfd, 10%, 200V R-17 Resistor - 220000 ohms, 10%,1/2 watt
c-7 Capacitor, 220 mmf, 20%, 350V R-18 Resistor - 47000 ohms, 10%, 1/2 watt
Cc-8 5546 Capacitor, 120 mmf, 10% R-19 5-6688 |Resistor - 2.0 megohm, Volume Control
c-9 Capacitor, 3-35 mmf, 500V R-20 S-6689 |Resistor - 1.0 megohm Tone Control
c-10 Capacitor .01 mfd, 10%, 200V R-21 S-5491 |Resistor - 220K, 10%, 1/2 watt
c-11 Capacitor, 220 mmf, 20%, 350V R-22 Resistor - 39000 ohms, 10%, 1/2 watt
c-12 Capacitor - Gang Condenser S.W.R.F. R-23 S-6517 |Resistor - 82000 olms, 10%, 1/2 watt
c-13 Capacitor - Gang Condenser - Trimmer R-24 Resistor - 2200 ohms, 10%, 1/2 watt
C-14 Capacitor 680 mmf, 10%, 1000V R-25 Resistor -470000 ohms, 20%, 1/2 watt
c-15 Capacitor 47000 mmf, 5%, 500V R-26 Resistor - 68000 ohms, 20%, 1/2 watt
C-16 Capacitor - Gang Condenser, S.W. R-27 Resistor -470000 ohms, 20%, 1;2 watt
Oscillator R-28 Resistor - 6800 ohms, 20%, 1/2 watt
c-17 Capacitor - Gang Padder W. Oscillator R-2 Resistor - 390 ohms, 10%, 2 watt
8—%8 gapaci:or, 4-Ig g:ﬁ- 10K EBaV R-30 S5-6517 |Resistor - 8200 omms, 10%, 1/2 watt
- apacitor R- . _
=20 73867 Capristor: e mmf: _31 5-6517 (Resistor = 8200 ohms, }0%, 1/2 watt
R-32 S-3521 |Resistor - 33000 ohms, 5W.W.
c-21 Capacitor in 1lst I.F. Transformer 9
R-33 Resistor - 1.0 megohm, 10%, 1/2 watt
C-22 Capacitor in 1st I.F. Transformer R-34 §-5006 |Resistor - 1200 megohm, 1
- gohm, 10%,1/2 watt
c-23 Capacitor in 2nd I.F. Transformer R-35 | $-6318 |Resistor - 3300 ohms, 10%, 1/2 watt
C-24 Capacitor in 2nd I.F. Transformer ? ’
Cc-25 S-4614 |Capristor - 105 E:ﬁ -1,
C-26 S-4614 |Capristor - 105 = _
C-27 Capacitor - .041 Eﬁg’ 20§’ 4003 S-2 S-6693 |Switch - Range Switch
Cc-28 Capacitor - . 10%, 400 _ _ _
C-29 Capacitor -.0022 mrd: 20%: 600V I-1 5-6698 Traggggzmer Pover Trans. - 100
Cc-30 Capacitor ~ .01 mid, T-1 8-6699 (Transformer - Power Trans. - 25
c-31 Capacitor -,0032 mfd, cycle
Cc-32 Capacitor - 220 mmf, 20%, 350V » w _ "
Capacitor -.0047 urd, 10%, 4007 B2 | e e o
- S-4545 |Capacitor - electrolytic, 10 mfd it
C-34 400V 2 2 T-4 5-5086 |[Transformer - 2nd I.F. Transformer
c-35 Capacitor, .0047 mfd, 10%, 400V SPEAKER ASSEMBLY
C-36 Capacitor, 680 mmf, 10%, 300V
Cc-37 Capacitor, .01 mfd, 5-6682 |Speaker
C-38 Capacitor, .047 mfd, 20%, 400V 8-6710 |Cone and Voice Coil Assembly
C-39 S-4545 Capigégor - electrolytic, 20 mfd, MISCELLANIOUS ASSEMBLIES
C-40 Capacitor, .002 mfd, 10%, 1000V S5-6686 [Cable Assembly (Magic Eye)
C-41 Capacitor, .002 mfd, 10%, 1000V S5-6690 [Cover - Cabinet Back éWal—lah)
C-42 S5-4545 [Capacitor - electrolytic, 20 mfd, 5-6691 [Cover - Cabinet Back (Oak)
- - - Dia ass
C-43 S-4545 Capigég?r electrolytic, 10 mfd, 5-6719 Dia%i- Dial Plate Assembly Includes
S-6263 |Gang Condenser and Drum Gr1112101oth - (Wal-Mah)
L-1 5-6692 [Coil - B.C. Antenna Grille Cloth - (OQak)
L-2 S-6264 |Coil - S.W. Antenna S-6749 |Hinge - R.H. Wal-uahg
L-3 5-6265 [Coil - S.W. R.F. $-6750 |Hinge - L.H. (Wal-Mah
L-4 §-6268 |Coil - B.C. R.F. 2‘232% Eingg - R.g. 8:&
b2 Besdel |soil = HaC. OSciofator Coll S-6021 |Knob - Knob Assembly (Range
L-6 | 8-6266 |Coil - S.W. Oscillator Coil 828073 [RBSP - Enob 4ssembly (Banee) pome
Tunin,
R-1 Resistor - 8200 ohms, 10%, 1/2 watt S5-6687 |(Pointer £ Station selector
R-2 Resistor - 150000 ohms, 20%, 1/2 watt S5-6722 |Socket & Lead Assembly (Phono Hotog)
R-3 Resistor - 1.0 megohm, 10%, 1/2 watt S-6683 |Socket & Lead Assembly (Pilot Lam,
R-4 Resistor - 68 ohms, 10%, 1/2 watt g—2284 gocket : Leag Assembly (Dial Lamp
R-5 Resistor - 1.0 megohm, 10%, 1/2 watt -6685 |Socket & Lead Assembly (Dial Lamp
S-4202 |Socket - Phono Socket
R-6 Resistor - 1.0 meg;hm, lg%,l}éz “t:t S-20178 |Pull - Door Pull
R-7 Resistor - 2200 ohms, 20 wa
R-8 Resistor - 22000 omé,/zoi, 1/2 watt RECORD CHANGER
R-9 73867 Capristor - 33 ohms, 1/4 watt
feslstor - 1.0 nagolam, 10%, 172 vatt Faar So 1ef1oE Serles Smlonote,
R-11 Resistor - 100 ohms, 1/2 watt Data.

# Indicates new stock items.

Only items listed under stock numbers are available as Replacement Parts.

All parts subject to change or withdrawal without notice.




