MODEL VR-10

Eleven-Tube, Five-Band, Electric-Tuning, A-C, Victrola
TECHNICAL INFORMATION AND SERVICE DATA

SERVICE DIVISION e RCA VICTOR COMPANY  LIMITED o MONTREAL

Electrical Specifications

FREQUENCY RANGES R-F ALIGNMENT FREQUENCIES

“Standard Broadcast” (A) ............... 540-1,720 kc “Standard Broadcast” (A)....1,500 kc (osc., det., ant.),
“49 Meter Band” ....... Thes's aims ¥ 8 S § 5 0 5,920-6,230 ke g5 Wty Tl " fgg L{c EOSC-;
“ ” eter Band™:::wes: somus s mang s wwe s s 5 c (osc.

I MEIOE BADE ™ ok 5 2 §3 555k o § 380 53 58 9,480-9,000 ke “31 Meter Band”. .. ........... 9,600 k¢ (osc., det., ant.)
“25 Meter Band” ..........c0vuenen.n 11,680-11,940 kc “98 Meter Bamd” ... ve v s srernsensennss 11,800 ke (osc.)
19 Meter BanA™ v oo pmme s s e s oo oo 15,080-15,390 kc “19 Meter Band”............cevennnnn. 15,200 ke (csc.)
Intermiediate FYEQUENICY oo s s smm es s 6re s 5 e s 55 50w 55 G000 5355 EF ¥ 5 S0e 5 5 6008 0 5 5 BU0I0 & § SUlE 5 6 8 MU0 ¢ 6 W70ie § 5 0 5 5 BDW B4 S 455 kc
TuBg COMPLEMENT

(1) Type-6KT .....cciiiriiinerneennns R-F Amplifier ( 7) Type-6F5....A-F Amp. and Audio Phase Inverter
(2) TYDE-6AS8 siws s wiium s o wovars § wiazses & ¥ wiere s First Detector (8) TYPE-BF6. . et eneneannnnnns Power Output
(3) Type-6J7...cvvviiivnerannnn Heterodyne Oscillator

(4) Type-6K7............. 0000000 I-F Amplifier ( 9) TyPELFE: cussisunevammsormmersmms: Power Quinit
(5) Type-6H6.......... Second Det., A.V.C., and Muting (10) Type-6Ubd.......cvvvieiiiiiiiinnnnns Tuning Tube
(6) Type-6F5..........c0vuvnnn Audio Voltage Amplifier (11) Type-5T4.....cccovviiiiennnnn Full-Wave Rectifier
Pilot Lamps . ...vvitiiinnnrenrnnenennoaenanna One Mazda 47, 6-8 volts, .15 amp; Two Mazda 44, 6.3 volts, .25 amp.
FUSE [(IMOLOT) & cress o o o imave 5 wnwving o 1 iwromgs ¢ 5 wovg s & Svams & & 9mPe; & 3 W905 & 5 5 BURS) 5 § SHGEE & § B0 & 5 AUHI0 & 3 & ISR B SS0S800 § & Wom & & SU808t & ¥ SSnd 3 Ampere
POWER SUPPLY RATINGS

Rat§ng B, G s s BYRE S SNIE S S R 6 6 NSRS S SRR 5 B 05 % B B BN E wmcer o @ t0 wseries o n cotere o misess m 105-125 volts, 50-60 cycles, 145 watts
RabINE B . iiieiitiiiet it iieaat ittt einieeneranentettotsiieeete e inanne. 105-125 volts, 25-30 cycles, 145 watts
Power OuUTPUT LOUDSPEAKER

Undistorted ..........ccooviviinnieieniiann, 10 watts TVYDE i smme s s mos 5 500 8 5 50mas & 12-inch Electrodynamic
MAXIMOI & oov 000 srom s s w6 5 500 0 6 5 955% § 5 Wi § 3 5550% 12 watts Voice Coil Impedance........... 2.2 ohms at 400 cycles
PHONOGRAPH

Record Capacity.............. Seven ten or twelve inch Type Pickup............... Crystal

Turntable Speed.......oc0ovvvune 78 R.P.M. (Adjustable) Pickup Impedance.......... 80,000 ohms at 1,000 cycles



Mechanical Specifications

2 -3 =4 1 35 inches
072 L R 331 inches
Depth ....... aiie jo7'8 is) a3 8 le] siie lalie e} 8 8 65 et 8 @S 00N 6 e I8 8 1 0 01 878 78 8 18 2 @i T o (o1 #vis 187 16 W8 91 € 18 B8 Y & %) o 6 8 18 17 inches
WEIEBHE ((NOL) o s oreun os 1 5wy 5 10 00 3¢ 0 0 50 5 & wides '] & o} 5A10] & 580 6758 60 80080 99 18] 08 S5 165 &ofsl 80 § [ 08 Ia) BSOS B & 195 1 ) 60 - 104 pounds
Weight (shipping) ................ L T I I I I T I hTr 138 pounds
Chassis Bagse DImMensions . .. ccvssmomassssaosnsmsnas soemassesssss 155 inches x 8% inches x 314 inches
Over-=all Chassis HeLght . v v s 0w sus 5 vus 58 % 008 558 518 55 518 5 608 506 5 o0d #0678 916 ¥ 858 306 #1 6 5 905 ® 5.5 93 1§ 55% 81 inches

Operating Controls.. (1) Power Switch-Tone; (2) Volume; (3) Tuning; (4) Range Selector, left to right, “A,”
“49 Meter,” ‘““31 Meter,” “25 Meter,” “19 Meter;” Ten Push Buttons; left to right,
Victrola-Attachment Switch; Eight Station Buttons, Dial-Tuning Button.

Tuning Drive Ratio (IaNUAL) ... ... itiiieneeeeoenoseeeseoeneosessosnnesonenaeesaesoessnnnas 18 to 1
General Description

This receiver employs an eleven-tube, five-band
‘“‘Magic Brain’” superheterodyne circuit, similar in
design to model VR-8. Features of design include
electric tuning for eight broadcast stations; push-pull
power output stage; magnetite-core i-f transformers;
magnetite-core ‘“A” band oscillator tracking adjust-
ment; temperature-stabilized capacitors; four spread-
bands; automatic volume control; ‘“Magic Eye’” tuning
tube; 12-inch, dust-proof electrodynamic loudspeaker;
aural-compensated audio volume control; continuous-
ly variable high-frequency tone control; provision for
armchair control attachment; new straight-line dial;

VoscE cort

illuminated band indicator; mnoise-reducing adjust-
ment on ‘“A” band and noise reduction on “Spread SPEAKER
bands” with RCA Victor Master Antenna. JOCKET,

The phonograph has a self-starting motor, crystal @ BLACK
pick-up, and may be set to play ten-inch and twelve- (éh———ﬂéﬁ(x’
inch records singly, or automatically. In the auto- @- LD -BLACK
matic position, seven twelve-inch; eight ten-inch; or BROWN
a mixed group of seven, ten- and twelve-inch records, BROWN -BLACK

may be played in succession. The output of the
pickup is ‘‘shorted” out when the pickup is on the
pickup rest. SPEAKER FLUG CONNECTIONS

NOTE:—Reference should be ma.del to the VR-8
Service Notes for Schematic and Wiring diagrams,
Alignment Procedure, Adjustments for E%ectrlg Tun- The above speaker plug and socket connections are
ing, Replacement Parts List, etc. Models VR-8 and common to the VR-8 and VR-10 receivers.

VR-10 differ in cabinet design only.
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CAUTION THIS ADJ.SCREW MUST PROJECT AT LEAST 3
FROM TOP OF CHASSIS TO PREVENT SHORTING +8°

Tube and Trimmer Locations



