Model X-110

RCA VICTOR

AC-DC Radio Receiver

MODEL X-110
SERVICE DATA

— 1956 No. 10 —

ISSUED BY

GENERAL SERVICE DEPARTMENT

RCA VICTOR COMPANY, LTD.
MONTREAL, CANADA

ELECTRICAL AND MECHANICAL SPECIFICATIONS

TUNING RANGE ......ccoooiiviiicccniecie e 540-1,600 kc
INTERMEDIATE FREQUENCY ........ccccoooimincinienecinene 455 kc

TUBE COMPLEMENT:

(1) RCA 12BEB ...c.ccoouieieiiiiirteecce e eneaei s Converter
(2) BCA. A2BAB wivimmnsnrssssmemsossssmiissamassessin I.F. Amplifier
(3) RCA 12AVE ..ooovrctrcriceeeesreeieiens Det-AVC-A.F. Amp.
(4) BCA S0C5 sususssissmnsanivrmmomsmsasvpmsssisi e Output
(5) RCA 35WH4 ..ot s sssessecsreannas Rectifier

POWER SUPPLY RATING:
115 volts d. c. or 50 to 60 cycles a. C. ..oceevvvverervrrnnnnns 35 watts

LOUDSPEAKERS:
Size and type . T Two 4 in. P.M.
Voice Coil impedance ..........coccecervenuenee 3.2 ohms at 400 cycles

POWER OUTPUT:

Undistorted

Maximum
TUNING DRIVE RATIO ......ccccecvevevverenns 8:1 (four turns of knob)
WEIGHT ...t nritsne e cns s sessene e et assseses 5% lbs. net

CABINET DIMENSIONS:
Height.......... 7v2" Width.......... 12V2" Depth.......... 6%”

DESCRIPTION

The Model X-110 is a five-tube (including rectifier) table
model radio receiver designed for operation on 105 to 125
volts a.c. or d.c. power supply. It is housed in a newly
designed plastic cabinet having a shadow-box grille.

The chassis uses a superheterodyne circuit with a con-
verter, one stage of I-F amplification, a combined detector-
AVC-audio amplifier stage, a beam power output stage and a
half-wave rectifier. A two section variable capacitor having a
cut-plate oscillator section is used for proper I-F tracking. The
oscillator coil has an adjustable powdered iron core for in-
ductance adjustment. Both I-F transformers have adjustable
cores.

Two 4-inch permanent-magnet speakers are used to give a
wider response and resultant pleasing tone quality.

An input receptacle for connecting a record player attach-
ment, is located at the rear of the chassis. A slide type switch,

located at the left rear, is used to select radio or phono opera-
tion without the necessity of disconnecting the audio cable
from the radio.
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