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Alignment

Connect Set Generator Set Receiver Dummy Volume
Operation Generator Tuning Tuning (X) Antenna Control Adjust Remarks
1 To Grid Cap of 6ATM 456 ke/s. 700-800 ke/s. .01 mfd. Max. (C19,C18) To PeakI. F.
(C6, C15)

. To Antenna (Green) 1600 ke/s. 1600 ke/s. .0002 mfd. Max. C12 To Peak Osc.

3 To Antenna (Green) 1600 ke/s. 1600 ke/s. .0002 mfd. Max. C6 To Peak Ant.
4 To Antenna (Green) 600 ke/s. 600 ke/s. .0002 mfd. Max. C13* To Peak Osc.

b To Antenna (Green) 1600 ke/s. 1600 ke/s. .0002 mfd. Max. C12,Ceé Recheck

6 Check I.F. neutralizing on signal in broadcast band. If insufficient increase by twisting leads (C23). If more

than necessary, untwist (C23) slightly.

NOTE:—Always use an output meter or other visual indicator when making alignment. Use only enough generator out-
put to give readable value on output indicator. The resistors and condensers used as dummy antennae must be
non-inductive types. *Rock tuning control during this adjustment. Always ground generator and receiver black

(ground) connection. (X) on automatic models, the selector dial must be in the manual position at all times
during primary alignment.
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