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Rogers 13-50 Majestic 850 De Forest "Bach"
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Operation Gonerstor * et Ganatiios mmm,mmmmnqﬁ Sty | Ay | Contmy | Adiust | Remarks
1 Hammﬂmmﬁumv of 456 ke/s. 700-800 kc/s. | Broadecast | .01 mfd. Max. MW” MM, uvﬁom.mm.w.mw
2 To Antenna (Green) | 1600 ke/s. 1600 ke/s. Broadeast | .0002 mfd. Max. C4 To Peak Osc.
3 To Antenna (Green) | 1600 ke/s. 1600 ke/s. Broadeast | .0002 mfd.| Max. C3 To Peak Ant.
4 To Antenna (Green) 600 ke/s. *600 ke/s. Broadeast | .0002 mfd.| Max. CH* To Peak Osec.
5 To Antenna (Green) | 1600 ke/s. 1600 ke/s. Broadcast | .0002 mfd.| Max. C3 Recheck C3

NOTE:—Always use an output meter or other visual indicator when making alignment.
output to give readable value on output indicator.

be non-inductive types.

*Rock tuning control during this adjustment.

Always ground generator and receiver BLACK (ground) connection.

Use only enough generator
The resistors and condensers used as dummy antenna must



