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ARROWS — o OM POTENTIOMETERS AND SWITCHES NDICATE GLOGKWISE ROTATION OF SMAFT
ALL RENSTANGE VALUES INDICATED 4 OMMS K - 1000 OHME, MES* LO00000 ONME
cAmciTor waLues | SHOWN B MICRO MICRO FARADS, -|( —mmr)— SHOWN N MICRO FARADS
ALL .0C VOLTAGES MEASURED TO CMASSIS WITH A 20,000 OWME PER VOLY WITH SI 1N THE
RADIO POSITION. VOLTAGES W BRACKETS ARE TAKEN WITH Si IN THE PHONO TIoN

\O

POINTER SHOWN AT HIGH FREQUENCY END OF DIAL
GANG CONDENSER AT MINIMUM CAPACITY (OPEN)
DIAL DRUM IN POSITION SHOWN

COILS OF SPRING EXTENDED TO I4"

LENGTH OF CORD APPROXIMATELY 60"

Rogers Majestic R655

Philips P255



TUNING RANGE - 540 - 1700 Kc.
INTERMEDIATE FREQUENCY - 455 Ke.

LOUDSPEAKER IMPEDANCE - 8 ohms
AUDIO OUTPUT - 5W
CURRENT DRAIN - 0.80 amps.

R65S5 P255S

ALIGNMENT PROCEDURE CHART

, SIGNAL GENERATOR RECEIVER
Operation
Steps Connections to Receiver Frequency Cg‘;;é?t%r N%i:s Ad]ﬁ;;?msé?éegu?;&er for
1. Egngtgi of {26 thtoygh 0.05' sald 455 Kc Min, 2nd L.F, Transformer L7, L6
To stator of C1 through 0.05 mfd . .
2. capacitor 455 Kc Min. A 1st. I.F. Transformer L5, L4
. Osc. Trimmer C11
3. | To antenna connection through | 4600 Kc | 1600 Ke. B R.F. Trimmer C6
100 mmfd capacitor * Ant. Trimmer C3
NOTE: A After completing operation 2, do not readjust L6, L7
E First screw out C11, C6 approx. 2 turns from tight.

%

or standard dummy antenna with a 200 mmfd capacitor in series.




