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UNLESS OTHERWISE SHOWN, CAPACITIES |N 44x', RESISTANCES IN OHMS.
VOLTAGES TAKEN WITH SWITCH IN RADIO POSITION, C22 OFF STATION.

9G1-P "Eldorado”



RADIO ALIGNMENT PROCEDURE
At least 15 minute warm up period should be allowed before adjustments are made

A. Connect Signal Generator to Antenna terminal and set
Generator to 455 Kcs.
B. Set tuning capacitor to approximately 1500 Kcs and adjust
slotted IF iron cores for maximum output, starting
with T3, adjust L7 then L6. Next adjust L5 then L4 to T2. o
C. With tuning capacitor set to minimum capacity and Signal —— CA [TZ] Aey
Generator set to 1640 Kcs adjust trimmer C26 to set os- eBhe @ CPED
cillator. (Tuning range 1640 to 535 Kcs.) LS 5 AL
D. With Signal Generator set at 1500 Kcs, tune in signal and o =] et oW
adjust trimmer C23 for maximum output. =7 ANT || OsC,
L6 (UNDER) c22
N
LOOP PADDER ) m\mfwjm P2 vumms
Adjusted for optimum loop performance at factory. Field 23 c2e
adjustment usually is unnecessary. _/
U”"._HAZON BASS
A. With Signal Generator and Dial set at 600 Kcs adjust 1loop ) )
padder for maximum output. m,u\m.m‘m mr<®m@m.
B. Reset Signal Generator and Dial to 1500 Kcs and rock the
tuning capacitor while adjusting C23 for maximum _/
output. _ @ L2 B VOLUME
,N/b,vﬂ
72 \
GAUS RANGE
Hum Balance Control to be set for minimum hum T L EADED ~ SWITCH
with volume full off, bass control full on. CHANGER. SHERE
LIGHT ™ D D)
e
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