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6 Tube Mantel Model

AC Universal Superheterodyne

SERVICE INFORMATION

RADIO

SPECIFICATIONS
GENERAL: 7. AUDIO POWER OUTPUT:
6 tube Superheterodyne A.C. Universal 1.9 watts
Radio Receiver housed inMantel model mould-
ed plastic cabinet available in four colors: 8. ANTENNA:

Brown, Green, Sand and Ivory.

1. FREQUENCY RANGE:
Broadcast Band - 530 to 1600 KC.

2. INTERMEDIATE FREQUENCY 9.
455 KC.
3. TUBES: 10.
Type Function
6BJ 6 R.F. Amplifier
12BE6 Converter
6BJ 6 I.F. Amplifier 11.
6AQ6 Detector, AVC & Audio Amplifier
50B5 Audio Output Amplifier
35W4 Rectifier 12
4. A.V.C.

On type 6BJ6 R.F. Amplifier
12BE6 Converter
6BJ6 I.F. Amplifier 13

5. POWER SUPPLY:

110-125 Volts, 25-60 cycles A.C.
110-125 Volts, D.C. (Reverse plug if
set does not operate.)

6. POWER CONSUMPTION :

35 watts

Built-in loop renders an external an-
tenna unnecessary in mostinstallations.
Should one be required, connect it to
the brown wire at the rear of the set.

GROUND :

Not required for operation of this set.

AUDIO SYSTEM:

Audio portion of 6AQ6 resistance-capa-
citance coupled to 50B5.

LOUDSPEAKER:

5-1/4* Permanent Magnet.

. CONTROLS:

Le ft - Volume Control
Center - Tone Control & On-Off Switch
Right - Tuning Control

. DIMENSIONS:

Chassis (including shafts and loop)
Length 11-3/4“,

Width 7¢,

Height 7%.

Cabinet, Overall (including Knobs)
Length 12-1/2°,

Width 8%,

Height 8°.

Bulletin RS 123 - September 1949

Mailing Classifications 12.3 & 28.17 Price 25¢












